
How And When 
To Run

 Heat-In-Transit



Open Hood

Monitor Coolant

 In Reservoir

Propylene 

Glycol 

Coolant Only



Make Sure Valve At 

Rear Of Trailer Is 

Closed

Some Are Located 

Inside Cabinet As 

Shown…

Most Are Outside 

The Cabinet Next To 

Frame Rail

(Normally On 

Passenger Side)



Connect HIT Hoses To 
Trailer

Supply Line Must 

Be Connected To 
Driver Side 
Connection



Open Valves On Tractor

(Located On Cat Walk)



Open Valves 

On Trailer

Make Sure 
Crossover 

Valve Is Closed

(Number Of 

Valves To 
Open May Vary 

From Trailer To 

Trailer)



When Do I Run Heat In Transit?



Instructions To Run HIT 

Will Be In Your Load 

Information

IE. Run In Transit Heat – 

Maintain Temp. – Must 

Deliver @ Temp.



These three documents …

1. Load Information sent to you in Omnitracs

2. Bill of Lading from Shipper

3. Certificate of Analysis from Shipper

Need to match, as far as any temperatures that need to be maintained, 
Or temperature kept within a certain range for delivery



Be Sure To Read Entire Load Information  

Additional Instructions May Need To Be Followed!! 



Read Entire Bill Of Lading And Follow Instructions



Temperatures Should Be Monitored And 

In-TransitHeat Run When Needed



If You Are Not 100%Sure 

As To How This Is Done 

Call Someone!!!
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